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#8 BARREL NON-INSULATED 
HIGH TEMPERATURE RING TONGUE
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RELEASED

Removed UL & CSA ADDED temp rating 
Removed ct-2600 tool

ADDED P8-8RNHT6 & =8-10RHNT6

       

NOTES:
1. FOR #8 AWG COPPER WIRE
2. 650 F (343C) MAX. TEMP RATING
3. SEE www.panduit.com FOR PART NUMBER
   SUFFIX DESIGNATION FOR PACKAGE SIZE.
4. MATERIAL: 
               STAMPING - .040" (1.02) THK COPPER,
               NICKEL PLATED
5. DIMENSIONS IN BRACKETS ARE MILLIMETERS
6. INSTALLATION TOOL: CT-2600, CD-2600-P8
7. WIRE STRIP LENGTH: 3/8 +1/32 -0 (9.5mm +.8 -0)
       

P8-10RHT6
CONFIGURATION

(NOT TO SCALE)

       

03 5/09 MODIFIED P8-10RHT6 DIM W TO 0.42"

MODIFIED NOTE #3, REMOVED PACKAGE SIZES, 
ADDED UL LISTINGSHOR8/1105

P8-14RHT6 1/4"

P8-56RHT6

LU

LISTED
587H

E52164

REV DATE BY DESCRIPTION CUST PM
SCALE DRAWING NO.DRAWN BY CHK'D

TINLEY PARK, ILLINOIS

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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